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DETAILED ACTION 
Response to Amendment 

Applicant's request for reconsideration of the finality of the rejection of the last 
Office action is persuasive and, therefore, the finality of that action is withdrawn. 

5 

Drawings 

This application, filed under former 37 CFR 1 .60, lacks formal drawings. The 
informal drawings filed in this application are acceptable for examination purposes. 
When the application is allowed, applicant will be required to submit new formal 
10 drawings. In unusual circumstances, the formal drawings from the abandoned parent 
application may be transferred by the grant of a petition under 37 CFR 1 .182. 

Claim Rejections - 35 USC § 103 

1 5 The text of those sections of Title 35, U.S. Code not included in this action can 

be found in a prior Office action. 

Claims 1, 3-8, 11-16, 19, and 33 are rejected under 35 U.S. C. 103(a) as being 
unpatentable over RFC2582 

20 . 

Regarding claim 1 , RFC2582 discloses "a network device-based method 
comprising: 
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determining... upon receiving acknowledgement of receipt of new data, an excess 
number of duplicate acknowledgements, wherein the excess number of duplicate 
acknowledgements is a number that represents an amount of duplicate 
acknowledgements and is based upon a count of consecutive duplicate 
5 acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 

Algorithms in NewReno", lines 8-13 of section 3 whereby receiving 3 duplicate ACK's to 
engage the recovery means that an excess number of duplicate ACK's was determined, 
and that determination triggers the start of the recovery process, further, although there 
is no mention of "receipt of new data" in section 3, it is well known in the art (especially 
10 in ACK type systems that the first ACK received of duplicates is in response to new 
data); and 

taking a network packet transmission recovery action based upon said excess 
number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 

15 acknowledgements is reached the "Fast Recovery procedure" begins)." 

RFC2582 explicitly lacks "...retaining..." the excess number of duplicate ACKs as 
they are received. Although RFC2582 does not explicitly disclose "...retaining..." the 
excess number of duplicate ACKs as they are received, it would have obvious to one 
with ordinary skill in the art at the time of invention to have the excess number of 

20 duplicate ACKs retained for the purpose comparing this count to the threshold to 

determine if the recovery process should be engaged. The motivation is that a count of 
duplicate ACKs must be retained so it can, at a future time, be compared with a 
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threshold. If the count is not stored then the threshold will never be reached and the 
recovery process will never engage. 

Regarding claim 12, RFC2582 discloses "a network device-based method 
5 comprising: 

determining... upon receiving acknowledgement of receipt of new data, an excess 
number of duplicate acknowledgements, wherein the excess number of duplicate 
acknowledgements is a number that represents an amount of duplicate 
acknowledgements and is based upon a count of consecutive duplicate 

10 acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 

Algorithms in NewReno", lines 8-13 of section 3 whereby receiving 3 duplicate ACK's to 
engage the recovery means that an excess number of duplicate ACK's was determined, 
and that determination triggers the start of the recovery process, further, although there 
is no mention of "receipt of new data" in section 3, it is well known in the art (especially 

1 5 in ACK type systems that the first ACK received of duplicates is in response to new 
data); 

deflating a congestion window upon said value of excess number duplicate 
acknowledgements being less than a transmission control protocol sender segment 
.. (section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", step 5, 
20 lines 7-13); and 

optimizing a size of said congestion window to match a reduction in a quantity of 
unacknowledged data upon said excess number of duplicate acknowledgements being 
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greater than a transmission control protocol sender segment (section 3 The Fast 
Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 24-31 )." 

RFC2582 explicitly lacks "...retaining..." the duplicate ACKs as they are 
received. Although RFC2582 does not explicitly disclose "...retaining..." the duplicate 
5 ACKs as they are received, it would have obvious to one with ordinary skill in the art at 
the time of invention to have the excess number of duplicate ACKs retained for the 
purpose comparing this count to the threshold to determine if the recovery process 
should be engaged. The motivation is that a count of duplicate ACKs must be retained 
so it can, at a future time, be compared with a threshold. If the count is not stored then 
10 the threshold will never be reached and the recovery process will never engage. 


Regarding claims 3 and 13, RFC2582 discloses the methods of claims 1 and 12. 
RFC2582 further discloses "deflating a congestion window upon said value of said 
excess number of duplicate acknowledgements in bytes being less than a number of 
15 bytes in a transmission control protocol sender segment (section 3 "The Fast 

Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 7-13)." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the deflating of a congestion window with the methods of claims 1 and 12 for the same 
reasons and motivation as in claims 1 and 12. 


Regarding claim 4, RFC2582 discloses the method of claim 1 . RFC2582 further 
discloses "optimizing a size of a congestion window to match a reduction in a quantity of 
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unacknowledged data upon said excess number of duplicate acknowledgements being 
greater than a TCP sender segment (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", step 5, lines 24-31 )." It would have been obvious to one with 
ordinary skill in the art at the time of invention to include the optimizing of a congestion 
5 window with the method of claim 1 for the same reasons and motivation as in claim 1 . 


Regarding claim 5, RFC2582 discloses the method of claim 1. RFC2582 further 
discloses "comparing said excess number of duplicate acknowledgements with a 
duplicate acknowledgement threshold (section 3 "The Fast Retransmit and Fast 
1 0 Recovery Algorithms in NewReno", lines 8-1 3 of section 3 where it is suggested that the 
value of 3 is the threshold to which the count is being compared to)." It would have been 
obvious to one with ordinary skill in the art at the time of invention to include the 
comparing the excess number of duplicate acknowledgements with the method of claim 
1 for the same reasons and motivation as in claim 1. 

15 

Regarding claims 6 and 14, RFC2582 discloses the methods of claims 5 and 13. 
RFC2582 further discloses "performing a fast retransmit upon said comparing said 
excess number of duplicate acknowledgements with a duplicate acknowledgement 
threshold indicating that said excess number of duplicate acknowledgements is greater 
20 than or equal to said duplicate acknowledgement threshold (section 3 "The Fast 
Retransmit and Fast Recovery Algorithms in NewReno", lines 3-9 where the Fast 
Retransmit is part of the recovery method). It would have been obvious to one with 
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ordinary skill in the art at the time of invention to include the performing a fast retransmit 
with the methods of claims 5 and 1 3 for the same reasons and motivation as in claims 5 
and 13. 

5 Regarding claims 7 and 15, RFC2582 discloses the methods of claims 6 and 14. 

RFC2582 further discloses "analyzing a size of a congestion window (section 4 
"Resetting the Retransmit Timer", lines 15-17 of section 4 where it is implied that the 
window is analyzed for size to know how many data packets to transmit)." It would have 
been obvious to one with ordinary skill in the art at the time of invention to include the 
1 0 analyzing a size of a congestion window with the methods of claims 6 and 14 for the 
same reasons and motivation as in claims 6 and 14. 

Regarding claims 8 and 16, RFC2582 discloses the methods of claims 7 and 15. 
RFC2582 further discloses "resizing said congestion window upon said analyzing said 

1 5 size of said congestion window showing said size is greater than a predefined size 
(section 5 "Avoiding Multiple Fast Retransmits, line 14 of section 5 where it is implied 
the congestion window is reduced after being analyzed)." It would have been obvious to 
one with ordinary skill in the art at the time of invention to include the resizing of said 
congestion window with the methods of claims 7 and 15 for the same reasons and 

20 motivation as in claims 7 and 15. 
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Regarding claims 1 1 and 19, RFC2582 discloses the methods of claims 1 and 
12. RFC2582 further discloses "said method is included in Transmission Control 
Protocol congestion avoidance (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 1-3 of section 3 where it is the purpose of the fast 
5 recovery algorithm to avoid congestion)." It would have been obvious to one with 

ordinary skill in the art at the time of invention to include the TCP congestion avoidance 
with the methods of claims 1 and 12 for the same reasons and motivation as in claims 1 
and 12. 


10 Regarding claim 33, RFC2582 discloses "a network device-based method for 

determining... upon receiving acknowledgement of receipt of new data, an excess 
number of duplicate acknowledgements, wherein the excess number of duplicate 
acknowledgements is a number that represents an amount of duplicate 
acknowledgements and is based upon a count of consecutive duplicate 

15 acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 

Algorithms in NewReno", lines 8-13 of section 3 whereby receiving 3 duplicate ACK's to 
engage the recovery means that an excess number of duplicate ACK's was determined, 
and that determination triggers the start of the recovery process, further, although there 
is no mention of "receipt of new data" in section 3, it is well known in the art (especially 

20 in ACK type systems that the first ACK received of duplicates is in response to new 
data); and 
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taking a network packet transmission recovery action based upon said excess 
number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 
acknowledgements is reached the "Fast Recovery procedure" begins)." 
5 RFC2582 explicitly lacks "...retaining..." the duplicate ACKs as they are 

received. Although RFC2582 explicitly lacks "...retaining..." the duplicate ACKs as they 
are received, it would have obvious to one with ordinary skill in the art at the time of 
invention to have the excess number of duplicate ACKs retained for the purpose 
comparing this count to the threshold to determine if the recovery process should be 

10 engaged. The motivation is that a count of duplicate ACKs must be retained so it can, at 
a future time, be compared with a threshold. If the count is not stored then the threshold 
will never be reached and the recovery process will never engage. 

Both RFC2582 and Lakshman lack "a programmable memory including a fast 
recovery extended method..." Although both RFC2582 and Lakshman explicitly lack a 

15 programmable memory storing the method, it would have been obvious to one with 

ordinary skill in the art at the time of invention to include the programmable memory with 
the method on it because this is the most efficient and feasible way to implement a 
method in a computer based communication system and since the method steps cannot 
-existoutside of a medium, there must be some type of programmable memory to write 

20 and store the method onto. 
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Claims 2, 9-10, 17-18, 21, 23-32, and 35 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over RFC2582 in view of Chapman et al. (U.S. Patent 6,493,316 
B1) 

5 Regarding claims 9 and 17, RFC2582 discloses the methods of claims 1 and 12. 

RFC2582 lacks "analyzing a size of a congestion window upon said comparing said 
excess number of duplicate acknowledgements with a duplicate acknowledgement 
threshold indicating that said excess number of duplicate acknowledgements is less 
than said duplicate acknowledgement threshold." However, Chapman discloses 

10 "analyzing a size of a congestion window upon said comparing said excess number of 
duplicate acknowledgements with a duplicate acknowledgement threshold indicating 
that said excess number of duplicate acknowledgements is less than said duplicate 
acknowledgement threshold (col. 5, lines 33-34 where inflating the window after the 
receipt of a non-duplicate ACK is received is a method of determining if the window is 

1 5 inflated and this situation occurs when the duplicate acknowledgement threshold is not 
met)." It would have been obvious to one with ordinary skill in the art at the time of 
invention to include the analyzing of the congestion window with the methods of claims 
1 and 12 for the purpose of controlling flow of packets into the network. The motivation 
jDeing that by controlling flow into the network congestion and packet loss are reduced 

20 to a minimum or tolerable level (Chapman, col. 3, lines 16-30). 
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Regarding claims 10 and 18, RFC2582 and Chapman disclose the methods of 
claims 9 and 17. RFC2582 lacks "resizing said congestion window upon analyzing said 
size of said congestion window showing said size is greater than a predefined size." 
However, Chapman et al. disclose "resizing said congestion window upon analyzing 
5 said size of said congestion window showing said size is greater than a predefined size 
(col. 8, lines 2-5 where MAX-WND is the predetermined size and C-WND is the actual 
size of the window)." It would have been obvious to one with ordinary skill in the art at 
the time of invention to include the resizing of the congestion window with the methods 
of claim 9 and 17 for the same reasons and motivation as in claims 9 and 17. 

10 

Regarding claim 21 , RFC2582 discloses "...a fast recovery extended method 
(section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", step 5 
where retransmitting the partial segment in response to the partial ACK is an extended 
packet transmission recovery action)... determine, upon receiving acknowledgement of 

15 receipt of new data, an excess number of duplicate acknowledgements, wherein the 
excess number of duplicate acknowledgements is a number that represents an amount 
of duplicate acknowledgements and is based upon a count of consecutive duplicate 
acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 whereby receiving 3 duplicate ACK's to 

20 engage the recovery means that an excess number of duplicate ACK's was determined, 
and that determination triggers the start of the recovery process, further, although there 
is no mention of "receipt of new data" in section 3, it is well known in the art (especially 
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in ACK type systems that the first ACK received of duplicates is in response to new 
data)... and take a network packet transmission recovery action based upon said excess 
number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 
5 acknowledgements is reached the "Fast Recovery procedure" begins)." 

RFC2582 lacks "a processor; and a memory coupled to said processor, and 
storing a fast recovery extended method wherein upon execution of said fast recovery 
extended method by said processor..." However, Chapman disclose "a processor; and 
a memory coupled to said processor, and storing a fast recovery extended method 

1 0 wherein upon execution of said fast recovery extended method by said processor a fast 
recovery process is extended (figure 15, elements 32, 30, and 28; col. 8, lines 27-31 
where elements 32 and 28 constitute the processor and 30 is the memory that stores 
the fast recovery extended method; although the fast recovery extended method is not 
explicitly disclosed in Chapman, it is suggested that by using the TCP methods of 

15 RFC2582 with Chapman, they would need to be stored in the memory in order to be 
executed)..." 

RFC2582 and Chapman further lack to "... retain said excess number of duplicate 
acknowledgements in said memory..." Although RFC2582 does not explicitly mention 
retaining of "said excess number of duplicate acknowledgements in said memory, it 
20 would have obvious to one with ordinary skill in the art at the time of invention to have 
the excess number of duplicate ACKs retained for the purpose comparing this count to 
the threshold to determine if the recovery process should be engaged. The motivation is 
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that a count of duplicate ACKs must be retained so it can, at a future time, be compared 
with a threshold. If the count is not stored then the threshold will never be reached and 
the recovery process will never engage. 

5 Regarding claims 2 and 23, RFC2582 disclose the method of claim 1 ; and 

RFC2582 and Chapman disclose the method of claim 21 . RFC2582 lacks "determining 
whether a congestion window is inflated prior to said determining an excess number of 
duplicate acknowledgements." However, Chapman discloses "determining whether a 
congestion window is inflated prior to said determining an excess number of duplicate 

1 0 acknowledgements (col. 5, lines 33-34 where inflating the window after the receipt of a 
non-duplicate ACK is an indicator that the window is inflated and thus all that is needed 
to do to determine if the window is inflated is look to see if the last ACK is a non- 
duplicate). It would have been obvious to one with ordinary skill in the art at the time of 
invention to include the determining whether a congestion window is inflated with the 

1 5 methods of claims 1 and 21 for the purpose controlling flow of packets into the network. 
The motivation being that by controlling flow into the network congestion and packet 
loss are reduced to a minimum or tolerable level (Chapman, col. 3, lines 16-30). 

Regarding claim 24, RFC2582 and Chapman disclose the method of claim 21 
20 Chapman lack "deflating a congestion window upon said value of said excess number 
of duplicate acknowledgements in bytes being less than a number of bytes in a 
transmission control protocol sender segment." However, RFC2582 further discloses 
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"deflating a congestion window upon said value of said excess number of duplicate 
acknowledgements in bytes being less than a number of bytes in a transmission control 
protocol sender segment (section 3 "The Fast Retransmit and Fast Recovery Algorithms 
in NewReno", step 5, lines 7-13)." It would have been obvious to one with ordinary skill 
5 in the art at the time of invention to include the deflating of a congestion window with the 
method of claim 21 for the same reasons and motivation as in claim 21 . 


Regarding claim 25, RFC2582 and Chapman disclose the method of claim 21. 
Chapman lack "optimizing a size of a congestion window to match a reduction in a 

10 quantity of unacknowledged data upon said excess number of duplicate 

acknowledgements being greater than a TCP sender segment." However, RFC2582 
further discloses "optimizing a size of a congestion window to match a reduction in a 
quantity of unacknowledged data upon said excess number of duplicate 
acknowledgements being greater than a TCP sender segment (section 3 "The Fast 

1 5 Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 24-31 )." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the optimizing of a congestion window with the method of claim 21 for the same reasons 
and motivation as in claim 21. 

20 Regarding claim 26, RFC2582 and Chapman disclose the method of claim 21 . 

Chapman lack "comparing said excess number of duplicate acknowledgements with a 
duplicate acknowledgement threshold." However, RFC2582 further discloses 
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"comparing said excess number of duplicate acknowledgements with a duplicate 
acknowledgement threshold (section 3 The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 where it is suggested that the value of 3 
is the threshold to which the count is being compared to)." It would have been obvious 
5 to one with ordinary skill in the art at the time of invention to include the comparing the 
excess number of duplicate acknowledgements with the method of claim 21 for the 
same reasons and motivation as in claim 21. 


Regarding claim 27, RFC2582 and Chapman disclose the method of claim 26. 

10 Chapman lack "performing a fast retransmit upon said comparing said excess number 
of duplicate acknowledgements with a duplicate acknowledgement threshold indicating 
that said excess number of duplicate acknowledgements is greater than or equal to said 
duplicate acknowledgement threshold." However, RFC2582 further discloses 
"performing a fast retransmit upon said comparing said excess number of duplicate 

1 5 acknowledgements with a duplicate acknowledgement threshold indicating that said 
excess number of duplicate acknowledgements is greater than or equal to said 
duplicate acknowledgement threshold (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno" , lines 3-9 where the Fast Retransmit is part of the 
recovery method). It would have been obvious to one with ordinary skill in the art at the 

20 time of invention to include the performing a fast retransmit with the method of claim 26 
for the same reasons and motivation as in claim 26. 
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Regarding claim 28, RFC2582 and Chapman disclose the method of claim 27. 
Chapman lack "analyzing a size of a congestion window." However, RFC2582 further 
discloses "analyzing a size of a congestion window (section 4 "Resetting the Retransmit 
Timer", lines 15-17 of section 4 where it is implied that the window is analyzed for size 
5 to know how many data packets to transmit)." It would have been obvious to one with 
ordinary skill in the art at the time of invention to include the analyzing a size of a 
congestion window with the method of claim 27 for the same reasons and motivation as 
in claim 27. 


10 Regarding claim 30, RFC2582 and Chapman disclose the method of claim 21 . 

RFC2582 lacks "analyzing a size of a congestion window upon said comparing said 
excess number of duplicate acknowledgements with a duplicate acknowledgement 
threshold indicating that said excess number of duplicate acknowledgements is less 
than said duplicate acknowledgement threshold." However, Chapman discloses 

1 5 "analyzing a size of a congestion window upon said comparing said excess number of 
duplicate acknowledgements with a duplicate acknowledgement threshold indicating 
that said excess number of duplicate acknowledgements is less than said duplicate 
acknowledgement threshold (col. 5, lines 33-34 where inflating the window after the 
receipt of a non-dupjicate ACK is received is a method of determining if the window is 

20 inflated and this situation occurs when the duplicate acknowledgement threshold is not 
met)." It would have been obvious to one with ordinary skill in the art at the time of 
invention to include the analyzing of the congestion window with the method of claim 21 
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for the purpose of controlling flow of packets into the network. The motivation being that 
by controlling flow into the network congestion and packet loss are reduced to a 
minimum or tolerable level (Chapman, col. 3, lines 16-30). 

5 Regarding claims 29 and 31 , RFC2582 and Chapman disclose the methods of 

claims 28 and 30. Chapman lacks "resizing said congestion window upon said 
analyzing said size of said congestion window showing said size is greater than a 
predefined size." However, RFC2582 further discloses "resizing said congestion window 
upon said analyzing said size of said congestion window showing said size is greater 
10 than a predefined size (section 5 "Avoiding Multiple Fast Retransmits, line 14 of section 
5 where it is implied the congestion window is reduced after being analyzed)." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the resizing of said congestion window with the methods of claims 28 and 30 for the 
same reasons and motivation as in claims 28 and 30. 

15 

Regarding claim 32, RFC2582 and Chapman disclose the method of claim 21. 
Chapman lack "said method is included in Transmission Control Protocol congestion 
avoidance." However, RFC2582 further discloses "said method is included in 

Transmission Control Protocol congestion avoidance (section 3 "The Fast Retransmit 

20 and Fast Recovery Algorithms in NewReno", lines 1-3 of section 3 where it is the 
purpose of the fast recovery algorithm to avoid congestion)." It would have been 
obvious to one with ordinary skill in the art at the time of invention to include the TCP 
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congestion avoidance with the method of claim 21 for the same reasons and motivation 
as in claim 21. 


Regarding claim 35, RFC2582 "determining, upon receiving acknowledgement of 
5 receipt of new data, an excess number of duplicate acknowledgements, wherein the 
excess number of duplicate acknowledgements is a number that represents an amount 
of duplicate acknowledgements and is based upon a count of consecutive duplicate 
acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 whereby receiving 3 duplicate ACK's to 
1 0 engage the recovery means that an excess number of duplicate ACK's was determined, 
and that determination triggers the start of the recovery process, further, although there 
is no mention of "receipt of new data" in section 3, it is well known in the art (especially 
in ACK type systems that the first ACK received of duplicates is in response to new 
data); and 

15 taking a network packet transmission recovery action based upon said excess 

number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 
acknowledgements is reached the "Fast Recovery procedure" begins)." 

RFC2582 lacks means for determining and means for taking recovery action. 

20 However, Chapman further discloses means for determining and means for taking 
recovery action (figure 15 which is a network device that implements all the above 
tasks). 



Application/Control Number: 09/610,301 Page 19 

Art Unit: 2661 

RFC2582 and Chapman further lack "...retaining..." the duplicate ACKs as they 
are received. Although RFC2582 explicitly lacks "...retaining..." the duplicate ACKs as 
they are received, it would have obvious to one with ordinary skill in the art at the time of 
invention to have the excess number of duplicate ACKs retained for the purpose 
5 comparing this count to the threshold to determine if the recovery process should be 
engaged. The motivation is that a count of duplicate ACKs must be retained so it can, at 
a future time, be compared with a threshold. If the count is not stored then the threshold 
will never be reached and the recovery process will never engage. 

10 Claim 36 is rejected under 35 U.S.C. 103(a) as being unpatentable over 

RFC2582 in view of Lakshman et al. (U.S. Patent 6,078,564). 

Regarding claim 36, RFC2582 discloses "a method for recovery of multiple 
transmission units comprising: 

setting a duplicate acknowledgements threshold, wherein a duplicate 

1 5 acknowledgement is an acknowledgement of receipt of a transmission unit for which an 
acknowledgement already exists (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 13-16 where it is implied that because the recovery 
process is engaged when 3 duplicate ACKs are received, there must be a duplicate 
ACK threshold and it must have been set at some point); 

20 setting a size for a congestion window (section 3 "The Fast Retransmit and Fast 

Recovery Algorithms in NewReno", line 20); 


Application/Control Number: 09/610,301 Page 20 

Art Unit: 2661 

determining a value representing a count of consecutive duplicate 
acknowledgements (section 3 "The Fast Retransmit and Fast Recovery Algorithms in 
NewReno", lines 13-16 where the 3 duplicate ACKs received is a count); 

if the value is equal to the duplicate acknowledgement threshold, performing a 
5 first fast retransmit operation in which at least one of the transmission units is 
retransmitted (section 3 "The Fast Retransmit and Fast Recovery Algorithms in 
NewReno", lines 13-16 and line 20 shows the retransmit), and resizing the size of the 
congestion window (section 3 "The Fast Retransmit and Fast Recovery Algorithms in 
NewReno", line 20); 

1 0 determining whether any subsequent duplicate acknowledgements were 

received (section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", 
lines 24-26); 

in response to receipt of each of the subsequent duplicate acknowledgements, 
increasing the size of the congestion window (section 3 "The Fast Retransmit and Fast 

15 Recovery Algorithms in NewReno", lines 24-26), and if transmitting another segment is 
permitted, transmitting another segment (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", lines 27-28); 

and when an acknowledgement for the transmission unit that was retransmitted 
is received, performing a fast recovery including at least _a get excess operation which at 

20 least determines a value representing an excess number of duplicate 

acknowledgements based upon the value of the count of consecutive duplicate 
acknowledgements for the retransmitted transmission units (section 3 "The Fast 
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Retransmit and Fast Recovery Algorithms in NewReno", lines 13-16 where the excess 
duplicate ACKs are what triggers the recovery procedure and since the trigger is a 
threshold, the duplicate ACKs must be counted so that they may be compared against 
the threshold), 

5 a recovery action operation, in which at least the sender initiates one or more 

network packet transmission recovery actions based upon the excess duplicate 
acknowledgements (section 3 "The Fast Retransmit and Fast Recovery Algorithms in 
NewReno", lines 13-16), wherein the network packet transmission recovery actions 
include at least taking no further action (section 3 "The Fast Retransmit and Fast 

10 Recovery Algorithms in NewReno", lines 13-16 where no action is taken if the threshold 
(3 duplicate ACKs) is not met), deflating the size of the congestion window (section 3 
"The Fast Retransmit and Fast Recovery Algorithms in NewReno", lines 37-40), resizing 
the size of the congestion window to a more optimal size (section 3 "The Fast 
Retransmit and Fast Recovery Algorithms in NewReno", line 20 where setting the 

1 5 window to this value allows the window to be as big as the buffered segments), 

performing another fast retransmit (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", line 20), resizing the size of the congestion window from the 
more optimal size (section 3 "The Fast Retransmit and Fast Recovery Algorithms in 
_ NewReno", lines 24-26), and resizing the size congestion window _after the deflating 

20 (section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", lines 52- 
55), and a set duplicate acknowledgment operation in which at least the value 
representing the count of the duplicate acknowledgements is set equal to the value 
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representing the excess duplicate acknowledgements (section 3 "The Fast Retransmit 
and Fast Recovery Algorithms in NewReno", lines 13-16 where, for instance, if the 
threshold is zero, the count is equal to the excess)." 

However, RFC2582 lacks what Lakshman discloses, "...transmitting a plurality of 
5 transmission units from a sender to a receiver (figure 1 , elements 15, 16, and Bf where 
the buffer has a plurality of transmission units and 15 is the transmitter and 16 is the 
receiver), wherein the receiver is an entity that is currently receiving transmission units, 
and wherein the sender is an entity that is currently sending the transmission units 
(figure 1, elements 15 and 16); the receiver transmitting acknowledgements of receipt of 
10 the transmission units received (figure 1, element B r is a buffer of ACKs)..." 

It would have been obvious to one with ordinary skill in the art at the time of 
invention to include the sender, receiver, and ACKs with the rest of the method for the 
purpose of communicating via data packets with one another (Lakshman, col. 2, lines 
14-19). The motivation is that communication using data packets is fast and reliable. 

15 

Response to Arguments 

The 35 U.S. C. 112 first paragraph rejection of the previous Office Action has 
been withdrawn in light of applicant's amendments and further explanation. 

20 Applicants arguments filed 18 May 2004 have been fully considered but they are 

not persuasive. 
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Applicant argues that RFC2582 does not show determining a number of excess 
duplicate acknowledgements. The examiner respectfully disagrees. As discussed in the 
above rejections, RFC2582 suggests that an excess number of duplicate 
acknowledgements is determined from the received acknowledgements. As read in 
5 RFC2582, section 3, the recovery procedure begins when 3 duplicate 

acknowledgements are received. This implies a threshold of acknowledgements has 
been reached and any more duplicate ACKs received are in excess. The act of 
determining is the implied act of comparing the number of duplicate acknowledgements 
with the threshold to see if there are excess. In RFC2582 for example, the threshold 
1 0 could be 2 and therefore the third duplicate ACK would be in excess causing the 
recover procedure to begin. 


Applicant argues that RFC2582 does not disclose or suggest the retaining of the 
excess number of duplicate ACKs. The examiner respectfully disagrees. As noted in the 

15 above rejections, RFC2582 strongly implies that a count (including the excess) of 

duplicate acknowledgements is stored and then used to determine if a recovery process 
should be entered into or not. It is well accepted in the art, that to compare two values 
electronically, each must be stored. In the case of RFC2582, there is an unmentioned 
threshold that is used to compare against, a number (a count) of received duplicate 

20 acknowledgements. These two values must be retained (stored) for later comparison. 
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Applicant further argues that RFC2582 discloses the duplicate 
acknowledgements but does not disclose receiving them after "receipt of new data", and 
that these duplicate ACKs are not received consecutively. The examiner again 
respectfully disagrees. In an ACK type system, the ACK is sent in response to received 
5 data at the receiving end of a system. This is done to tell the transmitter that the data 
was received successfully and transmission of new data may begin. This process alone 
signifies a receipt of new data, as each data transmission is unique and thus each first 
ACK must also be unique. And since a set of 3 duplicate ACKs must begin with a first 
ACK, it logically follows that this first ACK was in response to new data. If it weren't in 

10 response to new data, than it would be a duplicate ACK of a previous transmission, and 
thus closer to reaching a duplicate ACK threshold. 

Accordingly, if an ACK is received that is not the same as the previous (i.e. not a 
duplicate ACK), it is assumed that there is no problem and no recovery process is 
engaged and the threshold is set to zero, thus implying that the ACKs are received 

1 5 consecutively. Applicant acknowledged this point in his previous Remarks filed 5 
January 2004, page 13, lines 6-9. 


Applicant argues that the variables "recover" and "send_high" are not used to 
stored the number of excess number of duplicate acknowledgements. The examiner 
20 agrees but is confused as to why these are being argued in the first place? Nowhere in 
the previous Office Actions are the variables "recover" and "send_high" used to describe 




r 
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the storing of the number of excess duplicate ACKs. As in the current office action, the 
retaining of the number of excess duplicate ACKs is implied in RFC2582. 

Given the current rejections and further explanations in this section, rejections for 
5 the dependent claims are maintained. 


Applicant's amendment necessitated the new ground(s) of rejection presented in 
this Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP 
10 § 706.07(a). Applicant is reminded of the extension of time policy as set forth in 37 
CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 
TWO MONTHS of the mailing date of this final action and the advisory action is not 
15 mailed until after the end of the THREE-MONTH shortened statutory period, then the 
shortened statutory period will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1 .136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the date of this final action. 


Conclusion 


20 
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Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Joshua Kading whose telephone number is (703) 305- 
0342. The examiner can normally be reached on M-F: 8:30AM-5PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
5 supervisor, Douglas Olms can be reached on (703) 305-4703. The fax phone number 
for the organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
10 Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 


15 
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